
CONDITIONS FOR ACCEPTANCE 

Solid waste, paint, ink, glue  

and resin waste for destruction 

DESCRIPTION 

Solid waste, paint, ink, glue and resin waste without free fluid phase or powders. 

 

ADDITIONAL CONDITIONS 

Parameters: 

• pH > 4 

• chlorine < 1% 

• PCB < 50 ppm 

• flashpoint > 35°C 

 

General conditions: 

• No rock-hard products. 

• No highly tacky products. 

• No liquids. 

• No powders. 

• No explosive products (such as perchlorates and peroxides). 

• No substances that cause a strong odour nuisance (such as amines, amides, butyric acid, mercaptans 

and styrene). 

• No lachrymatory products. 

• No waste that may form explosive mixtures or toxic fumes or cause polymerisation on incineration or due 

to an interaction. 

• No highly toxic products. 

• No highly corrosive products. 

• No spray cans or pressure receptacles. 

 

Packaging conditions: 

• Max. dimensions: 120 cm long x 120 cm wide x 100 cm high. 

• Max. weight: 800 kg. 

• Min. volume: 30 l. 

• Max. volume: 1000 l. 

• Max. metal thickness: 0.5 cm. 
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EURAL code 080111* - 080113* 

Waste code 015011 


